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_ayering

Physical-layer encoding
_ink-layer framing

Bit-errors and frame errors
Error detection and correction




Layering, Encapsulation, and
the Internet’s "Narrow Waist”

Internet connects many P
heterogeneous local-area SsSS=e—=—==—=
networks (LANSs)

General principle in computer
systems: modularity

In networking, modularity often
takes the form of layering of
protocols

Each protocol presents a fixed
API to the next “higher” layer

copper fiber radio...

Each layer encapsulates its data e

unit in a data unit of the next
lower layer



Network Protocol Layering

Application

Provides access to the OSI environment for users and also

Ea C h | a ye r h i d eS provides distributed information services.

Com pIeXIty Of |Ower Presentation

| a e r S Provides independence to the application processes from
y differences in data representation (syntax).

Layering enforces Session

Provides the control structure for communication between

I I lOd u |a rlty applications; establishes, manages, and terminates

connections (sessions) between cooperating applications.

7 OSI |ayerS — Transport

Provides reliable, transparent transfer of data between end

3 S&K I a ye rS " points; provides end-to-end error recovery and flow control.
]

— End-to-end layer: top Network

Provides upper layers with independence from the data
4 OSI | a ye rS transmission and.switching tec.lnu.)logies }156(.1 t.o connect

systems; responsible for establishing, maintaining, and
terminating connections.

— Network layer: OSI Data Link
n etWO rk I aye r Provides for the reliable transfer of information across the

physical link; sends blocks (frames) with the necessary
Li n k Iay er . b O t t O m 2 synchronization, error control, and flow control.
Physical
OSI Iaye rS Concerned with transmission of unstructured bit stream over
physical medium; deals with the mechanical, electrical,

functional, and procedural characteristics to access the
e | physical medium.




Example: Link Layer

DATA] - — — = <
\
LINK_SEND (pkt, /ink‘?)\ NETWORK_HANDLE
N\
B l ‘ C ?
A W — -
Link link 1 Link k2 TLDATATH |
Layer - Layer Ink Layer
- ———— = = —— — — - -
protocol protocol
Bottom-most layer
Invocation: “send these bytes on this link”
Link-specific headers and trailers may be added
Problems to solve:
- Physipal trgnsmission OSI Physical Layer
- fFramingbits ...
— Framing packets )
— Detecting transmission errors OSI Data Link Layer

— Multiplexing link



Link Multiplexing

e Link may be shared by multiple network
protocols (e.g., IP and AppleTalk on same
Ethernet)

e Sender must specify protocol ID in frame

e Receiver uses protocol ID to look up code
responsible for processing received frame

e Many protocols at many layers are
multiplexed in this way; (IP by UDP and
TCP; TCP by HTTP, SMTP, &c.)



Digital Data, Analog World

e Transmitting bit on-chip:
— Clock tick 1: send output
— Clock tick 2: read input (settled between ticks)
e No synchronized clock once sender and receiver not on
same circuit board!
e Straw-man scheme: ready/acknowledge
— A changes “ready” to signal B to read
— B changes “acknowledge” to notify A read complete
— Time to send one bit: one round-trip time (RTT)
— Bit-rate: 1/RTT
— N parallel data lines: bit-rate N/RTT
— Inappropriate for use when RTT long!

data

A ready B
acknowledge

Y

Y




Serial Transmission

\"T101010101

fime ——p

e Don’ t wait for acknowledgement per bit!

e Bits deteriorate when sent over wire (or
radio): attenuation, noise, capacitance...

A [\\/\/\, B

e When should receiver sample the signal?
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Clock Recovery: Phase Locking

Assume sender and receiver both know transmit
rate

— Need to synchronize rate and phase
Receiver uses voltage-controlled oscillator (VCO)

— If\_/:‘tjltiply VCO output by incoming signal’s voltage,
ilter

— Send result back to adjust VCO

Result: phase-locked loop (PLL), recovers rate
and phase

PLL relies on data transitions (0 > 1, 1 = 0) to
synchronize

Will there always be transitions?



Clock Recovery:
Manchester Encoding

A type of phase encoding

Every data bit contains a level transition
Each data bit encoded as two bits:
-0:0,1

-1:1,0

Differential Manchester Encoding:

— 0: transition at start of bit period

— 1: no transition at start of bit period

— Under noise, more robust than comparing to
threshold

— Robust against polarity reversal at sender or receiver!
Both schemes halve data rate
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Fundamentals:
Bandwidth, Noise and Capacity

Bandwidth limits on a physical, analog channel:
— e.g., chromatic dispersion (optical fiber)
— e.g., capacitance (accumulation of charge on wire)

— These limit rate at which receiver can detect changes in signal
value

Shannon’ s Theorem: a fundamental limit to channel
capacity over given bandwidth:

C = Blog, (1+5/N)
C = capacity (bits/s), B = bandwidth (Hz), S/N = signal/
noise power ratio (linear power)
Example: 28.8 Kbps modem
— 2.4 KHz bandwidth on telephone line
— 28 Kbps modem must send 12 bits / Hz
— S/N ratio must be at least 212, or 36 dB; typical telephone line
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Bit Errors

Bit-Error Rate (BER): fraction of sent bits
received incorrectly

BER models independent, randomly distributed
errors

In reality, errors often bursty

— unpredictable, so hard to filter

— corrupt contiguous bits during noise burst

— greater bit rate &> more corrupted bits / burst

Typical link BERs: 10, 107, 108
Are those error rates acceptable for
applications?
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Framing (OSI Data Link Layer)

o Network layer presents packets for
sending on link as frames

e How to demarcate frame boundaries,
given only a bit-oriented physical layer?

e Reserve a sequence of bits as “end-of-
frame” marker

— e.g., at end of frame, sender sends “000000”;
receiver ends frame upon receipt of “000000”

— What if user sends “000000”?

13



Framing: Bit Stuffing

e Goal: reserve end-of-frame marker bit sequence
without limiting what upper layer may send

e Suppose end-of-frame marker “000000”

e Sender:
— count consecutive “0” bits in input bitstream

— after five consecutive “0” bits, insert “1” in output
bitstream

e Receiver:
— count consecutive “0” bits in received bitstream

— after five consecutive “0” bits, consider next bit:
e if 0, end frame
e if 1, discard the 1

e What if stuffed “1” received as “07?
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Detecting and Reacting to
Frame Errors

o 15t step: detect errored frame at receiver

— sender includes error detection code, derived from
frame data, in frame (e.qg., parity, CRC)

— receiver computes same code using received data;
compares with received code
e 2nd step: respond to detected errors

— Sender could include error correction code, allowing
receiver to correct limited number of errored bits

— Sender could re-send errored frame; requires link-
layer acknowledgements from receiver

— Receiver could silently discard errored frame; leave to
higher layers to retransmit (or not)

15



BER and Frame Errors

Suppose
— Pr[bit corrupted] = p
— frame length in bits = L
then
— Pr[bit received correctly] = (1 — p)
— Pr[frame received correctly] = (1 — p)*
— Pr[frame contains one or more errors] = 1 — (1 —p)-
e.g.,
— BER = 10°
— L = 1500 bytes = 12000 bits
— FER =1 — (1 — 106)12000 = 1,19%
Unit of retransmission is frame, not bit

— Shorten frames (header overhead vs. retransmission overhead)
— Use error correction in physical or link layers

16



Today’s Agenda

e | ayering

e Physical-layer encoding

e Link-layer framing

e Bit-errors and frame errors

e Error detection and correction
— Error control codes in theory
— Error control codes in practice
— The Internet checksum
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Where Is Error Control Coding Used?

The techniques we'll discuss today are pervasive
throughout the internetworking stack

Based on theory, but broadly applicable in practice in many
other areas:

— Hard disk drives

— Magnetic tape media

— Optical media (CD, DVD, & c.)

— Satellite, mobile communications

— Deep space, submarine communications

In this class, we cover just basic concepts

18



Error Control in the Internet Stack

S
~
~
S
~

~

* Physical layer (PHY)

— Forward Error Correction

iFEc; or Error Control Coding ([ PHY paylcad )

ECC

19



Error Control: Fundamental Problem

— Network —

Sender Receiver

« Sender transmits a message to receiver through the network

« Every string of bits is a possible legitimate message

— Hence any errors (changes) to the bits the sender
transmits result in equally-legitimate messages

 Therefore, errors happen, but without error control,
receiver wouldn’t know about them!

20



Error Control Coding

- Key idea: Reduce the set of legitimate messages
— Not every string of bits is an “allowed” message

— Receipt of a disallowed string of bits means that the
message was garbled in transit over the network

« We call an allowable message of n bits a codeword
— Not all n-bit messages are codewords!

— The remaining n-bit strings are “space” between
codewords

 We will use these ideas to both detect and correct
errors in transmitted messages

21



Encoding and Decoding

* Problem: Not every string of bits is “allowed”
— But we want to be able to send any message!
— How can we send a "“disallowed” message?

* Answer: Sender-receiver protocol
— The sender must encode its messages =» codewords

— The receiver then decodes received bits =»
messages

« We'll look at simple codes today, but the _
relationship between messages and codewords isn't
always obvious!
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A Simple Error-Detecting Code

« Let’s start simple: suppose messages are one bit long

(1/4)

« Let’s take each bit we want to send and repeat it once

— This is called a two-repetition code

Sender:

::Ei:}a

::E::}»

00
01
10
11

© 0
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A Simple Error-Detecting Code
(2/4)

« What happens at the receiver?

— If the network makes no errors, the receiver removes the
repetition to correctly decode the received codeword

Sender:

E-)

E-)

00
01
10
11

Network:

Receiver:

> 00 =

o |

ER

24



A Simple Error-Detecting Code

Sender:

E-)

E-)

00
01
10
11

(3/4)

Network:
\>

>

00
01
10
11

Receiver:

->

0 ]
Error detected

Error detected

ER

25



A Simple Error-Detecting Code
(3/4)

« If the network makes one bit error, receiver sees a non-
codeword message and detects an error

— Can the receiver correct the error?
— No! The other codeword could have been sent as well

 The receiver has no way of telling which codeword
was sent in this case, so cannot correct the error

Sender: Network: Receiver:

0 |- 00 > 00 |»| 0 )
01 01 Error detected
10 10 Error detected

1 @ 11 >11-)1|




A Simple Error-Detecting Code
(4/4)

« (Can the receiver detect the presence of two bit errors?
— No: It has no way of telling which codeword was sent!

— What happened? The network flipped so many bits that the
message “jumped over” the space between codewords

« Let's try to generalize this reasoning to any error-detecting code...

Sender: Network: Receiver:
0 |" 00 OO0 =»| O |
Space between 01

<
codewords:

10

1|-;11 11-)1|
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Hamming Distance

 How do we measure space between codewords?

— Idea: Measure the number of bit flips to change one
codeword into another

— Hamming distance between two messages m,;, m:
The number of bit flips needed to change m, into m,

- Example: Two bit flips are needed to change codeword
00 to codeword 11, so they are Hamming distance of
two apart

00 > 01 > 11

28



How Many Bit Errors Can We Detect?

« Suppose the minimum Hamming distance between
any pair of codewords is d,;,,

— Some pairs may be separated by different Hamming
distances than others

« Then, we can detect = d_;,— 1 bit flips

— This many are guaranteed to land in the space
between codewords, as we just saw

— Receiver will flag message as “Error detected”

2 bit errors

29



Decoding Error Detecting Codes

* Decoding is a two-step process:

1. The receiver maps received bits > codewords

— Decoding rule: Consider all codewords,
choose the one that exactly matches
received bits, or “error detected” if none match

2. The receiver maps codewords - source bits and
“error detected”

30



A Simple Error-Correcting Code

« Let’s look at a three-repetition code. In the case of no
errors it works like the two-repetition code we saw before

Sender:
[ 0] -» 000
001
010
100
011
101

Network: Receiver:

> 000
001
010
100
011

101
110

—> 111

->

Fix error

(1]

31



A Simple Error-Correcting Code

Sender:
0

Network:

Receiver:

\
\J

-

(0]

Fix error

(1]
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A Simple Error-Correcting Code

 The receiver can fix one bit error

— Chooses the closest codeword (in Hamming distance)
to received bits

— This amounts to drawing a decision boundary halfway
between codewords and choosing closest

Sender: Network: Receiver:
0

(0]

(1]

33



Decoding Error-Correcting Codes

 Decoding is a two-step process:

1. The receiver maps received bits - codewords

— Decoding rule: Consider all codewords, select
one with the minimum Hamming distance to
the received bits

2. The receiver maps codewords - source bits

34



How Many Bit Errors Can We Correct?

« Suppose there is = d_.. Hamming distance between
any codeword pair

-1

in

dl’nl
« Then, we can correct = { ) bit flips

— This many bit flips can’t move received bits closer to
another codeword, across the decision boundary:

2 bit errors

<+ g

Decision boundary

35



Code Rate

Suppose codewords (output) of length n, messages
(raw input) length k

There is overhead involved in controlling errors:
codewords are as long or longer than the messages
they describe

The code rate R = k/n measures this overhead

So, we have a tradeoff:

— High-rate codes (R approaching one) correct fewer
errors, but add less overhead

— Low-rate codes (R close to zero) correct more errors,
but add more overhead

36



Today’s Agenda

_ayering

Physical-layer encoding
_ink-layer framing
Bit-errors and frame errors

Error detection and correction
— Error control codes in theory

— Error control codes in practice
— The Internet checksum
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Parity

« Fundamental building block for most other codes

 Given a message of k data bits D,, D,, ..., Dy, aﬁpend a
parity bit P to make a codeword of lehgth n'= k + 1

— Pick the parity bit so that total number of 1's is
even

— The parity bit P is the exclusive-or of the data bits:
*P=D,eoD,e~oD,

k data bits parity bit
A—

| 011100 | 1]

38



Checking Parity

%t the rec iver: is tI:sere an even number of 1's in
e recelve message:

— If so, received message is a codeword
—If not isn’t a codeword, and error detected

. But rec?lver doesn’t know where, so can’t
correc

%‘ongder minimum distance between codewords
gwange one data bit > change parity bit, so

—E erefore, a arity bit detects at most one
error, Eorfects zero

« Can weI ,;Ietect and correct more errors, Iin
genera

39



Two-Dimensional Parity

» Let’s see what happens if we | f
generalize the parity check to R -
two dimensions | |

| Aoy o s s Py

— Start with normal parity ld,, d,, d., d
within each row (p)

— Do the same for columns (g) Lo @ o a &

— Add a parity bit r covering row
parities

|
|
- Break up data into multiple rows [di di; dis dss s |
|
|

: p;=dis Ddj, Ddjs D,
+ This code has rate 16/25 | 97 %, © d; ©d;; D dy,



Two-Dimensional Parity: Properties

dy, Py

41



Two-Dimensional Parity: Properties
. What is d_., for this code?

ar| t)gglt h%%e ecIata bit, three |0/1,1 d,, dis d, P |
- R Eraa

— Change an three ata |ts at —
Fe lgtefweg parity bits change m d33 O34l P
+ Therefore, d,;, —d4 SO [dey dup du; o Py |
- 2-D ar| can detect one-, two-, -
and -bit errors E:-_q;.j 9 s

- by s e

row an

£l

N

« 2-D parity detects most four-bit
errors

42



Two-Dimensional Parity: Properties

. What is d_., for this code? ___

ar| t)gglt h%%e ecIata bit, three WE dy dialpy !
l Fe tew%”ﬁatrv.vo PRS cParige. |4l ds doulpy]
~ fenslthred party bis c 'é%g%t [y doy dus e ps |
* Therefore, d ., = 4, SO [das oy dus oo Py |
_e%n% ar| IaneFIr%tresCt one-, two-, [ o Tl
= rég(,% g’n{P rcltyrbcorplc sm{gt% bit

« 2-D parity detects most four-bit
errors
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Two-Dimensional Parity: Properties
. What is d_., for this code?

ar| t)gglt h%%e ecIata bit, three |0/1,1 d,, dis d, P |
- (henge any two'ghta it ot Ea e

— Change any three data |ts at ! ; *

Fe lgtefweg parle ?ts change Z54 ;ds,z,ﬂg.a_- dys Ps |

. Thgrefore [« —d4 SO
- 2-D ar| can detect one-, two-, | S —

and bit errors . @ gl g ir ]

- by s e

row an

« 2-D parity detects most four-bit
errors

44



Two-Dimensional Parity: Properties
« What is d,, for this code?

— Cha one data bit, three | |
ant&pglt han e |d1.1 d,, dy3 di, Py |

o> fangg any e gota bt ot [ g a ]
- s oy s PR ]
* Therefore, d ., = 4, SO .

_e%n% ar| IaneFIr%tresCt one-, two-, e m

" &iroR {P r‘lty%c"rplc S0t "

row an

« 2-D parity detects most four-bit
errors
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Block Codes

» Let’s fully generalize the parity bit for even
more error detecting/correcting power

» Split message into k-bit blocks, and add n—k parity
bits to the end of each block:

— This is called an (n, k) block code

K bits n—k bits

4

‘ data bits ‘ parity bits ‘

\ J

codeword: n bits

46



Correcting Errors with Parity Bits

« Can we build a high-rate code to correct 1-bit errors?
— Repetition coding is inefficient: needs three parity
bits per data bit7 (R = 14)

— (I)’os%ible with 3 parity per 4 data bits (R =4/7 =

« What if we repeat the parity bit 3x? ‘ D,D,D.D, ‘ PPP ‘
-P=D,eD,eD;eD,; R=4/7
- ggange one data bit, all parity bits flip. So d;, =
+ No! Change another data bit, all ‘Parity bits flip
back to their original values! So d;, = 2

— No error correcting, one bit error detecting capability

— What happened? Parity checks either all failed or
all succeeded, giving no additional information

47



Hamming (7, 4) Code

. E_atve each data bit in a different subset of parity
its
— S0, an error in_a certain data bit shows up as a
certain set of inconsistent parity checks

— There are three Rarity bit subsets of size two,
and one of size three

k =4 bits n - k=3 bits D,
A A

‘ D1D2D3D4 ‘ P1P2P3 ‘

(=
=
R>,
w

vV U 0
N

i
O O
=

w
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Hamming (7, 4) Code

. E_atve each data bit in a different subset of parity
its
— S0, an error in_a certain data bit shows up as a
certain set of inconsistent parity checks

— There are three Rarity bit subsets of size two,
and one of size three

k =4 bits n - k=3 bits D,
A A

——

‘ D1D2D3D4 ‘ P1P2P3
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Hamming (7, 4) Code

. E_atve each data bit in a different subset of parity
its
— S0, an error in_a certain data bit shows up as a
certain set of inconsistent parity checks

— There are three Rarity bit subsets of size two,
and one of size three

k =4 bits n - k=3 bits
A, A,

‘ D1D2D3D4 ‘ P1P2P3 ‘
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Hamming (7, 4) Code

. E_atve each data bit in a different subset of parity
its
— S0, an error in_a certain data bit shows up as a
certain set of inconsistent parity checks

— There are three Rarity bit subsets of size two,
and one of size three

k =4 bits n - k=3 bits
A, A,

‘ D1D2D3D4 ‘ P1P2P3 ‘

P,=D, @D, ®D,
P,=D,®D, ®D,
P;= ®D,®D;®D,
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Hamming (7, 4) Code

How many errors can this code detect and correct?
— Depends on d_

Change one data bit, either:
— Two P; change, or
— Three P change

Change two data bits, either:
— Two P; change, or
— One P changes

Therefore, d

— S0 can deFect two
errors, correct one
error

52



Hamming (7, 4) Code

How many errors can this code detect and correct?
— Dependsond.,

Change one data bit, either:
> Two P; change, or
— Three P, change

Change two data bits, either:
— Two P; change, or
> One P; changes

Therefore, d... = 3

/ in .
_ So can detect two |:th
SFFgFS’ correct one bit

53



Hamming (7, 4) Code in Practice

Suppose the network can corrupt at most one bit

ga-? “read off” the corrupt bit from which parity checks
dll.
— Parity checks P, and P, fail = Error in D,
— Parity checks P, and P; fail = Error in D,
— Parity checks P,, P,, and P; fail = Error in D,
— Parity checks P, and P; fail =

Error in D, D,

One parity check fails = data is
okay, but parity bit was corrupted

No parity checks fail = data and
parity OK D,: all

1
]
/]
1
1



Error Detection at the Link Layer: CRC

Problem: Errors overcome the
PHY’s error-control capability

— Need error detection with a y Y
low probability of missing an
error

\\
\\
~

Link layer (L2) ¥ o~
— Cyclic Redundancy Check
(CRC) -

— L2 CRC improves e
performance Y 7

 Quickly filters out corrupted
frames

U4

Physical layer (PHY)
— Forward Error Correction (FEC) _

or Error Control Coding (ECC)
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Cyclic Redundancy Check (CRC)

« Most popular method error detecting code at L2
— Found in Ethernet, WiFi, token ring, many many others

« Often implemented in hardware at the link layer

« Represent k-bit messages as degree kK — 1 polynomials

— Each coefficient in the polynomial is either zero or one,
e.g..

k = 6 bits of message

1 0 1 1 1 0
M(x)=1x>+0x*+1x3+ 1x2 + 1x+ 0

56



Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:

1101
110

110101110

57



Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
1101 |
110 1101101110

0000
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
1101
110 110101110
0000

11010
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
1101
110 110101110
0000
11010

110100
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:

1101
_110
0000

11010

110100

101110

110101110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
o4 110I101110
_110 110
0000
11010
110100

101110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
o4 110I101110
_110 110
0000 111
11010
110100

101110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
1ot 110I131110
_110 110
0000 111
11010 110
110100

101110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
1194 110I131110
_110 110
0000 111
11010 110
110100 011

101110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
o4 110I132110
_110 110
0000 111
11010 110
011
110100 000

101110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
1ot 110I132110
_110 110
0000 111
11010 110
110100 888
101110

110
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Modulo-2 Arithmetic

» Addition and subtraction are both exclusive-or,
without carry or borrow

Multiplication example: Division example:
o4 110I132110
_110 110
0000 111
11010 110
110100 888
101110 110

110
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CRC at Sender

« M(x) is our message of length k

—eg.:Mx)=x+x+x+x (k=6)[101110

« Sender and receiver agree on a generator
polynomial G(x) of degree g — 1 (i.e., g bits)

-—eg.: Gx)=xX+1 (g=4)

1. Calculate padded message T(x) = M(x):x9-1
— I.e., right-pad with g — 1 zeroes
—eg.:TX)=MX)X=x+ X+ X + X

101110]000]
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

[[071|[101110[000]
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

1
T |[zo1110[000]
1001

1
0
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

1
1001} 0[000]

==
o100

1
1

= [e)] [
ol
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

10
T |[zo1110[000]
1001
0101
0000
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

10
T |[zo1110[000]
1001
0101
0000
1010
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

101
T |[zo1110[000]
1001
0101
0000
1010
1001
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

101
T |[zo1110[000]
1001

0101
0000
1010
1001
0110
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

1010
T |[zo1110[000]
1001
0101
0000
1010
1001
0110
000 0
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

1010
T |[zo1110[000]
1001
0101
0000
1010
1001
0110
000 0
1100
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

10101
T |[zo1110[000]
1001
0101
0000
1010
1001
0110
000 0
1100
10 01
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

10101
T |[zo1110[000]
1001
0101
0000
1010
1001
0110
000 0
1100
10 01
1010
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CRC at Sender

2. Divide padded message 7(x) by generator G(x
— The remainder is the

101011
000

o

==
OO|I0|0O
e (=] [e] [ 258
OO |00 |00|| -
RO |(OR|OR < |k
~—|or|or|~o
OO |I00|00
Or O
O
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CRC at Sender

2. Divide padded message 7( x) by generator G(x)
— The remainder R(x) is the CRC:

101011
T |[zo1110[000]
1001
0101
0000
1010
1001
0110
000 0
1100
10 01
1010
1001
011 R(x) = x + 1
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CRC at Sender

3. The sender transmits codeword C(x) = T(x)
_|_

— J.e., the sender transmits the original message
with the CRC bits appended to the end

— Continuin)g our example,
AX)=X+xX+xX+x+x+1

101110




Properties of CRC Codewords
 Remember: Remainder [ 7(x)/G(x) ] = R(x)

« What happens when we divide C{x) / G(x)?
« Codeword is T(x) + R(x) so the remainder is
— Remainder | 7(x)/G(x) | = R(x), plus

— Remainder | R(x)/G(x) | = R(x)

— Recall, addition is exclusive-or operation, so:

. Efﬁal“ﬂf{)[zcg)()/ G(x)] =
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Detecting errors at the receiver

- Divide received message C1{x) by generator G(x)
— If no errors occur, remainder will be zero

101011

o

A
OO|I0|0O
e (o] (@] [3
OO |00 |I00|R| K-
e [ [T [an TRENRERY FR
R |OR|oR|kOo
OO0 |I00|00
OO0k
Ol

- no error detected
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Detecting errors at the receiver

- Divide received message C1{x) by generator G(x)
— If errors occur, remainder may be non-zero

101011

=

==
OO|I0|0O
e (=] [e] [ 258
OO |00 |00|| -
RO |(OR|OR < |k
O|00|0C0| =
O|IOC0O0I00O
ol—r

1 = error detected
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Detecting errors at the receiver

- Divide received message C1{x) by generator G(x)
— If errors occur, remainder may be non-zero

101011
0

=

==
OO|I0|0O
e (=] [e] [ 258
OO |00 |00|| -
RO |(OR|OR < |k
O|00|0C0| =
O|IOC0O0I00O
ol—r

0 =2 undetected error!
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Detecting errors at the receiver

- Divide received message C1{x) by generator G(x)
— If errors occur, remainder may be non-zero

101011

—————

#

How do we choose generator G(x)?
"""""" L 2t H ¥ v e i

iy e
\—————————l

0

01
01
0 0 0 =2 undetected error!

88



Detecting Errors by CRC

« The error polynomial E(x) = (A x) + C1{x) is the
dlfgerencde etween the transmitted and received
codewor

— Ex) tells us which bits the channel flipped

« We can write the received message C1{x) in terms of
A x) and E(x): C(x) = Ax) + EX), so:
— Iéema]inder [C1(x) /] G(x) ] = Remainder [ EX) /
X

« When does an error go undetected?
1. When Remainder [ Ex)/ G(x) ] =0, or
2. When E(x) = G(x)-Zx) for some polynomial Z x)
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Detecting Single-Bit errors by CRC

. Sups)ose a single-bit error in bit-position /.

— )(Ep_oose G( x) with 2 2 non-zero terms:

—Remainder[ X/ (x91+-+1)]#0, e.g.:

1

001000

1001
1

« Therefore a CRC with this choice of G(x)
always detects single-bit errors in the received
message



Error-Detecting Properties of CRC

 The CRC will detect:

v All single-bit errors
* Provided G(x) has two non-zero terms

— All burst errors of length < g -1
 Provided G(x) begins with x9-1 and ends with 1
 Similar argument to previous property

— All double-bit errors
« With conditions on the frame length and choice of G(x)

— Any odd number of errors
« Provided G(x) contains an even number of non-zero coefficients

91



Common Generators

CRC8: ¥+ X+ x+1
CRC-10: X0+ X + x>+ x¥* + x+ 1
CRC-16: x1 + x5 + x2 + 1
CRC-CCITT: x16 + x12 + x> + 1

These generator polynomials meet certain
properties:

— At least two non-zero terms

— Even number of non-zero coefficients
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L3/L4 Error Detection:

Internet Checksum
Transport layer (L4)
— Internet Checksum (IC) over
TCP or UDP header and data Y Y
— End to end (E2E) checksum Ic TCP payload
TCP header
Network layer (L3) ¥
— Internet Checksum (IC) over h
IP header only
IP header
Link layer (L2) X

— Cyclic Redundancy Check (CRC) LL header LL payload

LL CRC

— L2 CRC improves performance

Physical layer (PHY) PHY payload

— Forward Error Correction (FEC)
or Error Control Coding (ECC)
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Why Another Error-Detecting Code?

» Most errors are picked up at lower layers; this is the
last layer that can detect errors before the
application itself

— L2 corrects most errors with the CRC
« Implemented in software: simple and fast

* The only checksum that works end-to-end at the
transport layer (L4)

— Why is that important?
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Ones’ Complement Arithmetic

* Torepresent xin ones’ complement:
— If x is positive, write x in binary and prepend a zero
* £.g.5,,=0101

— If x is negative, write | x| in binary, negate it
(complementing each bit), and prepend a one

* £.g. -5,, = 1010

* Notice that there are two ways to represent zero
* Addition uses carry and “end-around” carry, e.g.:

1110: -1,
1100: -3,

1010:  -5,,48
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Ones’ Complement Arithmetic

* Torepresent xin ones’ complement:
— If x is positive, write x in binary and prepend a zero
* £.g.5,,=0101

— If x is negative, write | x| in binary, negate it
(complementing each bit), and prepend a one

* £.g. -5,, = 1010

* Notice that there are two ways to represent zero
* Addition uses carry and “end-around” carry, e.g.:

1
1110: -1,
1100: -3,

1011: -4,

96



Internet Checksum

* At the sender: _ Internet checksum C code:
1. Break packet into 16-bit words

(unsigned short or “ushort”
data type)

short cksum(ushort *buf, int count) 1

~~C

ulong sum = 0;
while (count--) {
sum += *buf++;
if (sum & OxFFFFO000) {
/* end-around carry */
sum = sum & OxFFFF;
sum++;

2. Sum the words together using
ones’ complement addition

3. Negate the result of the sum,
and include in the relevant (IP
or TCP) header field

- Receiver performs same
calculation on received data

— If result matches, receiver declares
that there are no errors

)
)
return ~(sum & 0x0000FFFF);

i |
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Internet Checksum: Properties
Space efficient, using one word (16 bits) for any message length

Recomputing checksum C after changing a single word m -> m’
— Negate checksum, subtract m, add m’, negate result
— New checksum C’ = ~(~C + ¥m + m’)

But the Internet checksum has weaker error detection properties
than the CRC:

— Checksum is the negation of sum of data, so any single-bit
error in message or data is detectable

— No guarantees beyond that. An undetectable double-bit error:

Word #1: 0... 0000 0101
Word #2: 0... 0000 0100
#1 + #2: 0...0000 1001
Checksum: 1..11110110
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